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RE

GENTLEMEN

FAA BUILDING

AS REQUESTED WE HAVE REVIEWED THE GROUNDWATER AND DRAINAGE
SITUATION FOR THE FAA REGIONAL HEADQUARTERSHEADQUARTER BUILDING

WE ESTIMATE THAT THE QUANTITY OF WATER THAT WOULD FLOW INTO THE

SUMP FROM THE DRAINAGE NETWORK WOULD BE APPROXIMATELY 200 300

GALLONSGALLON PER MINUTE FOR THE MOST EXTREME CASE THAT IS WHEN THE GROUND
WATER IS HIGHEST WITH THE MANY VARIABLESVARIABLE AND LACK OF ACTUAL MEASURE
MENTSMENT FOR THISTHI DETERMINATION VERY ACCURATE NUMBER FOR THE FLOW IS

DIFFICULT TO OBTAIN THEREFORE THE NUMBER STATED ABOVE REPRESENTSREPRESENT OUR

BEST DETERMINATION FOR AN ESTIMATED TWO FEET OF DRAWDOWN WITH 6INCH

PERFORATED PIPESPIPE SPACED 20 FEET ON CENTERS IF CONDITIONSCONDITION ARE ENCOUNTERED

DURING CONSTRUCTION WHICH ARE QUITE DIFFERENT FROM THOSE ANTICIPATED AT

THISTHI TIME FIELD MODIFICATIONSMODIFICATION CAN BE MADE DURING CONSTRUCTION

DERMH

IF ANY FURTHER QUESTIONSQUESTION ARISE PLEASE DO NOT HESITATE TO CALL

RESPECTFULLY SUBMITTED
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